Service Interface for MasterPact NT/NW, ComPacT,
PowerPacT, and EasyPact Circuit Breakers Introduction

MicroLogic Trip Unit Compatibility

MasterPact NT/NW, ComPacT NS, and PowerPacT P- and R-
Frame Circuit Breakers

The following table indicates which functions are applicable for MicroLogic trip

units:

MicroLogic trip unit Configuration | Automatic trip curve Force trip test | ZSl test Preparation for
test using secondary primary injection
injection tests

Family Type Inhibit | Inhibit

thermal | ground
memo- | fault
ry

Non- MicroLogic - v v - - -

communicating trip 2.0,3.0,5.0

units

Communicating trip | MicroLogic - v v v v -

units 2.0A 3.0A,

50A,70A
MicroLogic - v v v v -
20E,50E
MicroLogic v v v v v -
50P,7.0P
MicroLogic v v v v v -
5.0H,7.0H
MicroLogic - v v v v v
6.0A,6.0E
MicroLogic v v v v v v
6.0P,6.0H

These MicroLogic trip units can be mounted in the following circuit breakers:
* MasterPact NT/NW circuit breakers
* ComPacT NS circuit breakers
*  PowerPacT P- and R-frame circuit breakers

NOTE: Due to trip unit limitation, the non-communicating MicroLogic 6.0 trip
unit cannot be tested through Service Interface and EPC software.
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EasyPact MVS Circuit Breakers

The following table indicates which functions are applicable for ET trip systems:

ET trip systems Configuration | Automatic trip Force trip ZS| test Preparation for
curve test using test primary injection
secondary tests
injection

Family Type Inhibit Inhibit

thermal ground
memory | fault

Non- ET 2.1, ET5S - v v - - -

communicating trip

systems

Communicating trip | ETA 2.1, ETA 5S - -

systems

ETV 2.1, ETV 5S - -
ETA6G, ETV 6G - v

These trip systems can be mounted in EasyPact MVS circuit breakers.

NOTE: Due to trip system limitation, the non-communicating ET 6G trip
system unit cannot be tested through Service Interface and EPC software.

Configuration Function

You can configure the MicroLogic A, E, P, and H trip units with the Service
Interface from EPC software when the PC is connected to the MicroLogic trip unit.

The settings of MicroLogic A, E, P, and H trip units can be saved by using EPC
software.
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Connection of the Service Interface to a MicroLogic Trip
Unit

Connect the Service Interface to the MicroLogic trip unit test port using the cable
LV485512SP.

100-240 Vac
50/60 Hz

A. AC/DC power

B. 7-pin cable for 630—-6300 A ACB MCCB trip units
C. USB cable with magnet
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